GGM GGM GEARED MOTOR
K22-TYPE Planetary GEARHEAD

DIMENSIONS

K22—2419 BLDC SERIES " L 19.1
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GEARHEAD LENGTH
RATIO L RATIO L
14 144 | 1/198~1/455 | 2535
114~ 1/19 1805 | 1/742~1/19%6 | 2
1/53~ 1/104 217

BLDC MOTOR PERFORMANCE DATA

ITEM  \orTaGE NO LOAD AT MAX. EFF. WEIGHT
MODEL (DC) rom mA (g)
NB1-2419-062 12v 120 6200 25 200 4500

30
NB2-2419-087 24V 100 8700 18 180 7200

AT MAXIMUM EFFICIENCY (BLDC2419 SERIES)

MODEL NB1—-2419—062 NB2—-2419—087

DC 12V DC 24v
GEAR kgf.cm rpm kgf.cm

1/0004

1/0014

1/0016

1/0019

1/0053

1/0062 11

1/0072 63 13 100 0.93
1/0084 54 16 86 1.1
1/0104 43 1.9 69 13
1/0198 227 3 36 23
1/0231 19.5 3 31 27
1/0270 16.7 3 26.7 3
1/0316 14.2 3 228 3
1/0370 121 3 19.5 3
1/0455 9.9 3 15.8 3
1/0742 6 3 97 3
1/1014 4.4 3 71 3
1/1249 36 3 57 3
1/1621 28 3 44 3
1/1996 23 3 36 3






